@ SFP...... | OTHER BLADDER ACCUMULATORS

A RI:I‘H'I Hydraulics company

316 Stainless Steel 2000 psi Top Repairable Accumulators (138 Bar)
Gas Val. Dimensions In. (mm) | Port Thread | Weight Seal kit

Accumulator P/N# Bal. (Lit)| Culn(Lit.) “““n P/N #

BT10-02-NG-N-0-3-A| 25 540 9.06 2"FNPT 90

RBLT10-03N2
BT10-02-SL-N-0-3-A | (10) (8.8) (559) (91) (230) (76) SAE # 24 (41)
BT20-02-NG-N-0-3-A| 5 1106 | 337 | 36 |9.06| 3 2"F NPT 125

RBLT20-03N2
BT20-02-SL-N-0-3-A | (20) | (18.2) |(857) | (91) [(230)| (76) | SAE#24 | (57)

BT37-02-NG-N-0-3-A| 10 2090 | 545 | 36 |9.06]| 3 2"FNPT 225
BT37-02-SL-N-0-3-A | (37) (34.4) |(1384)| (91) |(230)| (76) | saE#24 | (102)

BT57-02-NG-N-0-3-A| 15 3280 | 777 | 36 |9.06]| 3 2"FNPT 310
BT57-02-SL-N-0-3-A | (57) (63.9) |(1975)| (91) [(230)| (76) | SAE# 24 (147)

- For other bladder compounds, fluid port connections, trim material refer to Model code chart
on page 4 or consult factory.

- Stainless steel accumulators in 1000 & 3000 psi range available.

- Bottom repairable design is also available, please consult factory.
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Stainless steel accumulators in 1000 & 3000 psi range available.
Bottom repairable design is also available, please consult factory.

High Pressure Accumulators 10,000 psi (690 Bar)

Accumulator P/N# i Gas Vol. Dimensions In. (mm) | Port Thread | Weight | Repair kit
Gal.(Lit)| Cu.In(Lit.) “nﬂ“ P/N #
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- For other bladder compounds, fluid port connections, trim material refer to Model code chart
on page 4 or consult factory.




