BLADDER AcCUMULATORS | @& SFP.....

A RI:I‘H'I Hydraulics company

Bottom Repairable 3000 PSI (207 Bar)
Dimensions In. (mm) | Port Thread | Weight| Repair kit

Accumulator P/N# Gal.(Lit) |cu. |n(L|t ) “n“n P/N #

BAIP-03-NC-N-O-1 | 012(1PT) 30 125 | 3/4"FNPT B RBLIP-03N1
BAIP-03-SH-N-0-1 (0.5) (0.5) (254) (53) (89) (32) | sAE#12 (27)
BAD1-03-ND-N-O-1-A | 0.25(1QT)| 66 n5 | 21| 45 | 182 | 1"FNPT 10 | olor0an
BAD1-03-5J-N-0-1-A ] (M | (292)| (83) | (M4) | (41) | sAE#16 | (45)
BAD4-03-NE-N-0-1-A 1 228 17 | 34 | 875|237 | /NPT | 34 | 0 o\
BAD4-03-SK-N-0-1-A|  (4) (375) |(432)| (86) | (171) | (B0) | spaE#20 | (154)
BAID-03-NG-N-0-1-A| 25 560 2l |3B4|906| 3 2"FNPT L
BA10-03-SL-N-0-1-A | (10) (92) |(534)| (92) |(230)| (78) | SAE#24 | (3B:5)
BA20-03-NG-N-0-1-A| 5 n26 | 335 |364[906| 3 2"FNPT 120 | oo 50-03NT
BA20-03-SL-N-O-1-A|  (20) (18.5) | (851)| (92) [(230)| (76) | SAE#24 | (54.5)
BA37-03-NG-N-0-1-A| 10 210 54 |364|906| 3 2"FNPT 220
BA37-036L-N-0-1A| (37) | (346) |(1372)| (82) |(230)| (76) [ sae#es | (00) | HBL37-03N
BA42-03-NG-N-O-1-A| 1 2390 | 595 |364|906| 3 2"FNPT 240 | o 4o an
BA42-03-SL-N-0-1-A| (42) (39.3) | (181)| (92) [(230)| (76) | SAE#24 | (109)
BA57-03-NG-N-0-1-A| 15 3300 | 775 | 364|906| 3 2"FNPT 305 | ool e7.03NT
BA57-03-SL-N-0-1-A |  (57) (54.3) |(1969)| (92) |(230)| (76) | spE#24 | (139)

-1 Quart and above are supplied with ASME certification as standard.
- For other bladder compounds, fluid port connections, trim material refer to Model code chart
on page 4 or consult factory

Top Repairable 3000 PSI (207 Bar)

Dimensions In. (mm) [ Port Thread | Weight | Repair kit

Accumulator /N | ooy ity | cudn(Lit)| A ﬂ““ Lbs (Kg)

BTI0-03-NG-N-O--A | 25 | 540 | 205 | 364|906 2'FNPT | 90
BTI0-03-SL-N-O--A | (10) | (88) | (521) | (92)|(230) (76) SAE#24 | (41) |RBLTIO-03NT
BT20-03-NG-N-O--A| 5 06 | 33 |[364[806| 3 | 2"FNPT | 125

BT20-03-8L-N-0-1-A | (20) | (182) | (838)| (92) |(230)| (76) [ saE#ea | (57) |RBLT20-03NI

BT37-03-NG-N-0-1-A 10 2090 | 535 |364|906| 3 2"FNPT 225
BT37-03-SL-N-0-1-A | (37) (34.4) | (1359)| (92) |(230)| (76) | SAE#24 | (102)
BT42-03-NG-N-0-1-A 1 2370 59 |364|906| 3 2"FNPT 245
BT42-03-SL-N-0-1-A | (42) (39) | (1499)| (92) [(230)| (76) | SAE#?24 (m
BT57-03-NG-N-0-1-A 15 3280 77 | 364|906| 3 2"FNPT 310
BT57-03-SL-N-0-1-A | (57) (53.9) | (1956)| (92) | (230)| (76) | SAE#24 (141)

RBLT37-03N1

RBLT42-03N1

RBLT57-03N1

- Above accumulators can be rated to 4000 psi according to ASME Appendix 22
- For other bladder compounds, fluid port connections, trim material refer to Model code chart
on page 4 or consult factory



