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High Flow Bottom Repairable 3000 psi (207 Bar)

Dimensions In. (mm) | Port Thread | Weight Repair kit

| .
Accumulator P/N# | a1 ity cun(uit)| A “ﬂ“ s(k)|  P/N#

HF10-03-NR-N-0--A | 2.5 560 22 9.06 | 425 | 4"-BNPT 80 | ool10-03N1-HE
HF10-03-ST-N-0-1-A (10) (8.2) |(559) (142) (230)| (108) | 41/4"-8UN | (36.5)
HF20-03-NR-N-0-1-A 5 1126 34 | 56 |9.06|425| 4-8NPT 120

RBL20-03N1-HF
HF20-03-ST-N-O-1-A | (20) | (18.5) |(883)| (142) |(230)|(108) | 41/4"-8UN | (54.5)
HF37-03-NR-N-0-1-A 10 2110 55 | 56 |9.068|425| 4-BNPT | 220

RBL37-03N1-HF

HF37-03-ST-N-0-1-A | (37) | (34.6) [(1397)| (142) |(230)| (108) [ 41/4"-guN | (100)
HF42-03-NR-N-0-1-A 11 2390 | 635 | 56 |9.06|425| 4-8NPT | 240 |pg 42-03NI1-HF
HF42-03-ST-N-O-1-A | (42) | (39.3) |(16813)| (142) |(230)| (108) | 41/4"-8UN | (109)

HF57-03-NR-N-O-1-A | 15 3300 | 785 | 56 |9.06|425| 4-8NPT | 305 |RBL57-03NI-HF
HF57-03-ST-N-0-1-A (57) | (54.3) [(1994)| (142) | (230)| (108) | 41/4"-8UN | (139)

- For other bladder compounds, fluid port connections, trim material refer to Model code chart
on page 4 or consult factory.

High Flow Top Repairable 3000 psi (207 Bar)

Accumulator P/N## i Gas Vol. Dimensions In. (mm) | Port Thread | Weight Repair kit
Gal.(Lit)|cuin(Lit)| A | B [ ¢ [ D | P/N #
HT10-03-NR-N-O-1-A | 2.5 540 | 225 9.06| 425 | 4"-BNPT 80
HT10-03-5T-N-0-1-A | (10) (8.8) | (571) (142) (230)| (108) | 41/4"-8UN | (36.5) | RBLTIO-03NT-HF
HT20-03-NR-N-O-1-A| 5 1106 | 345 | 56 |9.06|425| 4-8NPT | 120

HT20-03-ST-N-O--A| (20) | (18.2) [(876)|(142)|(230)| (108) [ 41/4-8UN | (54.5) | RBLTE0-03NI-HF

HT37-03-NR-N-0-1-A| 10 2090 | 555 | 56 |9.06|425| 4-8NPT | 220
HT37-03-ST-N-0-1-A | (37) | (34.4) |(1410)| (142) | (230)| (108) | 41/4"-8uN | (100)
HT42-03-NR-N-O-1-A| 11 2370 | B4 | 56 |9.06|425| 4-BNPT | 240
HT42-03-ST-N-0-1-A | (42) (39) |(1825)| (142) | (230)| (108) | 41/4"-8UN | (109)
HT57-03-NR-N-0-1-A| 15 3280 | 79 | 56 |9.06|425| 4-8NPT | 305
HT57-03-ST-N-O-1-A | (57) | (54.9) [(2008)| (142) | (230)| (108) | 41/4"-8UN | (139)

RBLT37-03N1-HF

RBLT42-03N1-HF

RBLT57-03N1-HF

- For other bladder compounds, fluid port connections, trim material refer to Model code chart
on page 4 or consult factory.

Flow rates of up to 600 GPM
Fluid port connections are Male SAE or NPT threads
Optional flange connection available with the SAE port option



